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Features :
Input Voltage:DC 12/24/48 VDC Output Voltage:120/240VAC
Size:415*191*88 mm Weight: 4.8kg
Series:SPS1500 Output Type:Multiple

Output FrequencySwitch Selectable Type:DC/AC Inverters

Output Power:>1500W
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Specifications :
Model SPS1500 | SPS1500( SPS1500( SPS1500 | SPS1500 | SPS150@48
112 124 148 212 224
Output Power 1500W
Surge Power 2000W
Input Voltage 12vdc | 24vdc | 48vdc 12vdc | 24vdc |  48vdc
Output Voltage 100/110/115/120Vac + 3% 200/220/230/240Vac + 3%
Frequency 50/60Hz + 0.05%
Output Current 25A 11A
Efficiency (Fullload) 85% | 87% | 88% 86% | 89% | 90% |
No Load Draw XModp2 {F@Ay3a az2RS$
Output Wave Pure sine wave (THD<3%)
Output Voltage 100/110/115/120Vagns-10%+4% 200/220/230/240Vag,s-10%+4%
Range
Input Voltage Range 10.016.0 20.0-32.0 42.0 10.00 | 20.032.0| 42.062.0
62.0 16.0
Automatic Protec- Overload, Short Circuit, Over/ Under Input Voltage, Reverse Polarity (Fusg)
tion
Saving mode renew 5 seconds
time
Panel controlled RS232C
port
end Controller Far Selectable
Safety UL458 EN60950
EN500811:1992
EN500821:1992
EN55022B:1994
EMC FCC Class B EN61004-2:1995 e-Mark
EN610004-3:1996 €13020932
ENV50204:1995
Operating Tempera- 0°C to 40°C
ture
Storage Tempera- -30°C to 70°C
ture
Cooling Automatically controlled cooling fan
Dimensions 390(L)*275(W)*105(H) mm/15.4(L)*10.8(W)*4.1(H) inch.
Weight 7.0kg / 15.5Ib.

SMART POWER SOURCES. 1107 Middle River Road #6, Baltimore MD 21220. Website: www.smartpowerusa.com Email:. smartpower@smartpowerusa.com



Smartpower

Manufacturing Power Systems
ystems

for the Future

2000W Pure Sine Wave Inverter

Features :

Type: DCAC Inverters Output Power:>2000W

Output Voltage:120/240 VAC Size:422*208*166 mm (L*W*H)

Input Voltage:12/24/48 VDC Output Type:Multiple

Series:SPS2000

Weight: 9.0kg Output Frequency50/60 Hz selectable by DIP switch
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